
 

The words “ROUTE TAXI” should be printed 

legibly in letters of size 5cm (2”) in height on 

the front doors of the vehicle. 

The Route Taxi Association logo must not be 

less than 15cm (6”) in width and fleet num-

ber which shall not be less than 6.5cm 

(2 .5”). The Route Taxi Associaition logo 

must also be displayed on the front doors of 

the vehicles below the words “ROUTE 

TAXI”. 

 

The prescribed route/destination marking 

should be printed below the logo in block 

letters not less than 5cm (2”) in height. 

  

 

 

OTHER REQUIRED MARKINGS  

 

Date :  

Pound Facilities: 
 

Kingston Metropolitan Region  
107 Maxfield Avenue 

Lyndhurst: 25-27 Lyndhurst Rd., Kingston 5 
               26 Lyndhurst Rd., Kingston 5 

Lakes Pen:  Lawrence Field, Lakes Pen, St. Cather ine 
Portland: St. Margeret’s Bay, Portland 

 
Southern Region  

Swansea:  Clarendon 
Mandeville:  Kingsland, Manchester  

 
North Eastern Region  

NERO: Tower  Isle, St. Mary 
Marcus Garvey Way: St Ann’s Bay, St. Ann 

 
Western Region 

Bevin Ave:  Montego Bay, St. James                                                                                                                            
Barracks Road: Savanna-La-Mar, Westmoreland 

 
CONTACT US: 

 
Corporate Office: 

119 Maxfield Avenue  
Kingston 10 

 
Western Regional Office 

Unit U, LOJ Complex 
Freeport, Montego Bay St. James 

 
North Eastern Regional Office 

Tower Isle 
St. Mary. 

 
Southern Regional Office 

Shop #48, Caledonia Court Plaza,  
29-31Caledonia Rd.  

Mandeville, Manchester 
 



 

The roof sign/globe should be yellow with black 

lettering and shall be not less than 22cm (9”) in 

length, 7cm (2.5”) in width and 8cm (3”) in 

height. The taxi roof sign/globe should be posi-

tioned on the roof of the vehicle toward the 

front, 30.5cm(12”) from the windshield (at 

centre).  

It should be securely affixed on the roof of the 

vehicle. The roof sign/globe must have the 

ability to be lit at any time required.  

 

 

The Transport Authority is implementing 

standards for the use of globes and colour 

coding for Route Taxis. 

Accordingly, effective February 15, 2016, 

no first time  (new) or  renewal applica-

tion for a Route Taxi road licence will be 

accepted unless the following specifica-

tion/requirement in accordance with the 

law and the Transport Authority’s stand-

ards has been met.  

 

 

GLOBES 

A taxi roof sign/globe on the top of the 

vehicle, bearing the word ‘taxi’ plain-

ly and distinctly visible from the front 

and rear of the vehicle.  

The shape, colour and dimensions 

should be that approved by the 

Transport Authority.  

12” 

COLOUR CODING 

The format of the colour coding is as follows: 

 On the sides, a checked pattern/print in 

black and white. The pattern should be ori-

ented horizontally and measure 10cm  (4”) 

in height. Each check should be 2.5cm (1”) 

squares.       

 The length of the strip should be from the 

front fender to the trunk of vehicle, that is to 

say, between the headlights and taillights of 

the vehicle. 

 The checked pattern/print shall not be more 

than 1.5cm (1/2”) below the weather strip 

located at the bottom of the window of each 

door.  

 : 


